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NOTE: This guide specification covers the
requirenents for mail boxes and associ ated security
mesh which conpl etely surrounds the mail roomon the
interior of facilities. This guide specification is
to be used in the preparation of project
specifications. Contact the Louisville District with
revisions that are needed to this specification

RST-10530 is a Louisville District Arny Reserve
Support Team gui de specification.
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PART 1 GENERAL

1.1 REFERENCES
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NOTE: |ssue (date) of references included in

proj ect specifications need not be nore current than
provided by the | atest change (Notice) to this guide
speci fication.
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The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic
desi gnation only.

1.2 SUBM TTALS
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NOTE: Subnmittals nust be limted to those necessary
for adequate quality control. The inportance of an
itemin the project should be one of the prinary
factors in determning if a submittal for the item
shoul d be required.
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I ndicate submittal classification in the blank space
followi ng the nane of the itemrequiring the
submittal by using "G' when the submittal requires

Governnent approval. Subnittals not classified as
"G'" will show on the submittal register as
"Information Only". For submittals requiring

CGover nnent approval, a code of up to three

characters should be used following the "G

designation to indicate the approving authority;

codes of "RE" for Resident Engineer approval, "ED'

for Engi neering approval, and "AE" for

Archi t ect - Engi neer approval are recomended.
EIRE R R I S I b I R b R R S I S I S R R I S S I I R A R I O S S S R I I O I
CGovernment approval is required for submttals with a "G' designation;
submittals not having a "G' designation are for infornmation only. Wen
used, a designation following the "G' designation identifies the office
that will review the submittal for the Governnent. The follow ng shall be
subm tted in accordance with Section 01330 SUBM TTAL PROCEDURES:

SD- 02 Shop Drawi ngs

Mai | Boxes; FIO

Security Mesh; FIO

Mooring Eye Floor Casting; FIO

Dr awi ngs showi ng construction and installation details.
SD- 03 Product Data

Product certification and installation reconmendati on data.
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NOTE: Vendor information that forns part of this
gui de specification is permssible to use as long as
the salient features provide for "or equal" product
equi val ents are specified. Submttal clauses nust
be nodified to nake known that specific vendor
information is being specified. |If the Contractor
chooses to provide the specified vendor's product,
the submittal for that itemis considered a For
Information Only submittal. |If the Contractor uses
a different "or equal” item then it will be

eval uated against the salient features. Hence, it
is considered for Governnent Approval (G.
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Accept abl e Manufacturer Products; FIO

Manuf acturers products listed in this specification are referenced
to establish a standard of quality. Wen the specific product
listed is submtted by the Contractor, that submittal will be
considered For Information Only. Wen an equal to that naned in
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this specification or Section 09915 is submtted, it shall be for
Gover nnent Approval (GQ. The followi ng manufacturer products are
specifically nentioned in this specification
Mai | Boxes: See Section 09915 COLOR SCHEDULE; FI O
Mai | Box Manuf. Product submitted as an "or equal"; G[__ ].
Security Mesh: FIO
Wven Wre Products Association Menber

WWW. WovVenw r e. org

Security Mesh Manuf. Product submitted as an "or equal"; G[__ ].

Provi de data describing security nmesh installation and
reconmendat i ons.

Mooring Eye Floor Casting: Neenah Foundry Co. No. R-3490-F.; FIO
Box 729
Neenah, W 54957 414-725-7000
Mooring Eye Manuf. Product subnmitted as an "or equal"; G[__ ].
SD- 04 Sanpl es
Col or Charts; FIO
Subnit color chart for mail box.

1.3 DELI VERY AND STORAGE

Al items shall be delivered to the project site in manufacturer's
undamaged cont ai ners.

1.4  WARRANTY
Provi de manufacturer's standard warranty for the itens.
PART 2 PRODUCTS
2.1 MAI LBOXES
2.1.1 Gener a
Mai | boxes shall be U S. Postal Service approved. Mil boxes, naterials,
sizes, construction, and installation shall conply with U S. Postal Service
regul ations and shall be fully approved by the U S. Postal Service.
2.1.2 Materi al s
Quantities and arrangenent of nail boxes shall be as indicated on the
drawi ngs. Mil boxes shall be rear-1loading type with sheet al um numrear

door with a continuous piano hinge on one side and a keyed | ock on the
ot her side strengthened with formed sheet alum num stiffeners. Franmework
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supporting compartnent doors shall be fabricated fromhigh strength
extruded al umi num alloy. Conpartnent doors shall be fabricated from high
strength extruded alum numalloy, with a mninmumof 3.2 nmthickness, and
swi ng on conceal ed hinge pins. The conpartment door shall be double wide to
accept nminimum 225mm x 280mm si ze nmmil wi t hout bending. Wen closed, the
door shall interlock with frame nmenber al ong hinge side and shall be
precision fitted to preclude prying. Doors shall be reinforced vertically
al ong both sides and near center with integral ribs. Locks on individual
conpartnent doors shall be springlatch type | ock actuated by a camtype
lock with two change keys per |ock and a m ni mum of 1000 avail abl e key
changes. Al locks within project shall be keyed differently. Conpartnent
construction shall be doubl e-walled high strength sheet alunminumalloy with
vertical stiffeners of formed alum num Finish shall be as indicated on
the drawi ngs. Mail box manufacturer shall furnish alum num channel type
cardhol ders with pressure sensitive backing to acconmpdate 11.1 nm by 63.5
nm cards for individual and/or unit nanes.

2.1.3 Col or
Col or shall be in accordance with Section 09915 COLOR SCHEDULE.

2.2 SECURI TY MESH
Security nesh shall be a m ninmum of 1.8mmthick and weigh a m ni num of
3.66kg/sgq. m The nesh shall be dianond type with a mininumof 73 percent
open area. The overall nmesh size and orientation shall be as reconmended by
t he manufacturer.

2.3 MOORI NG EYE
Mooring eye shall be a standard casting product constructed of ductile iron
and nade to be installed in concrete with top of casting flush with top of
finish concrete.

PART 3 EXECUTI ON

3.1 | NSTALLATI ON
Install all itenms in strict accordance with manufacturer's recomendati ons
at the locations indicated on the drawings. Align and plunmb all itens with
adj acent surfaces and set accurately in |ocation.

3.2 PROTECTI ON AND CLEANI NG
Protect the work fromother trades and renove all protective w appi nhgs when
appropriate. Cean all surfaces in accordance with nanufacturer's

reconmendat i ons.

---End of Section--- -- End of Section --
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